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CUMULUS SERIES (CEILING)

ISOMETRIC VIEW

12 GA SUSPENSION WIRE.
4 PER PANEL
(BY INSTALLER)
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CUMULUS SERIES (CEILING)

STANDARD STIFFENERS
(WELDED TO PANEL IN HOUSE)
MATERIAL: 16 GA CRS

FINISH: TO MATCH PANEL

STANDARD STIFFENERS
(WELDED TO PANEL IN HOUSE)
CUMULUS SERIES (CEILING, FINIAé’fITEOR’AA;I/LL\';gHGﬁA(I:V,Zi
MATERIAL: AS REQUIRED :
PERFORATION: TO BE SELECTED FROM
CARRITEC STANDARDS

ACOUSTICAL: AS REQUIRED

FINISH: AS REQUIRED

DETAIL A
EDGE OF PANEL
UMULUS SERIES (CEILING)
MATERIAL: AS REQUIRED
PERFORATION: TO BE SELECTED FROM
CARRITEC STANDARDS
ACOUSTICAL: AS REQUIRED
12 GA SUSPENSION WIRE A FINISH: AS REQUIRED

4 PER PANEL
(BY INSTALLER)

DETAIL B
STIFFENER DETAIL

STANDARD STIFFENERS
(WELDED TO PANEL IN HOUSE)
MATERIAL: 16 GA CRS

FINISH: TO MATCH PANEL

UMULUS SERIES (CEILING)

MATERIAL: AS REQUIRED
PERFORATION: TO BE SELECTED FROM
CARRITEC STANDARDS

ACOUSTICAL: AS REQUIRED

FINISH: AS REQUIRED
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DETAIL C
HANGER DETAIL
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