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NEW HAVEN

Designed with retrofits and renovations at
the forefront, the NEW HAVEN system is a
perfect low-cost alternative when replacing
an existing suspended ceiling. Suitable for
use with an existing 15/16” suspension grid,
this torsion spring system can help elevate
the appearance of a space while greatly
reducing the labor costs. Suitable for interior
applications only.

FEATURES

m  Concealed suspension look
m  Can be used with existing 15/16” suspension grid
= Unlimited access to plenum

m Different textures and colors available

BENEFITS

ACOUSTICAL MEDIA

m  Easy installation and replacement of panels
= No hassle
m  Reduced labor costs

m | ow cost option for renovations and retrofits

ALUMINUM

= Non-woven acoustical fabric

m  Fiberglass acoustical media encased in black
poly or PVC

FIRE RATING
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Custom sizes available

PERFORATION PATTERNS

All metal ceiling panels and associated
suspension systems are made entirely of
noncombustible materials and meet all known
code requirements.

Material type 3003-H14 (painted and laminated finish) or 5005-H14/32 (anodized finish) to comply with ASTM B-209

Thickness: 0.032” to 0.050”

www.carritec.com

To learn more on our standard perforation patterns and our capability for custom patterns for architectural design,

please contact one of our representatives. Custom creative designs are also available.

o 0O g B N/

)\
L ToqB
el U == B WAVAY
)mOK

ARIRETS B N ¢ Y,
Round Square Oblong Rectangular Oversize Custom
patterns patterns patterns patterns patterns patterns

STAINLESS STEEL STEEL

NEW HAVEN

Material type 304 or 316 to comply with ASTM A-240
Thickness: 0.022” to 0.032”

Material to comply with ASTM 653 / A653M
Thickness: 0.022” to 0.032”
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COLORS & FINISHES

A wide variety of colors and finishes are available. Options shown below are for illustration purposes
only. Custom finishes are available on request. Minimum orders and associated lead times may apply
to custom options.

ALUMINUM
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Anodized Brushed Pre-painted or Duranar or Kynar Enamel paint
post-painted
STEEL

Galvanized or satin coat

Post painted Standard plated  Specialty plated
Kynar 500 finishes finishes

STAINLESS STEEL
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Brushes #4 Mirror finish #8, Non directiona Embossec Blackened Patterned

#6, #7 #10

WOOD FINISHES

Cherry Maple Chestnut White Birch Walnut
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