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HANGER WIRE BY INSTALLER
(48" C/C MAX)

NEW HAVEN SERIES (CEILING)
MATERIAL: AS REQUIRED
PERFORATION: TO BE SELECTED FROM
CARRITEC STANDARDS
ACOUSTICAL: AS REQUIRED
FINISH: AS REQUIRED

TOLERANCES (UNLESS OTHERWISE SPECIFIED):
FRACTIONS:    + 1/64
ANGLES:          ± 0.5
DECIMALS:       - .XX ± 0.03
                          - .XXX ± 0.015
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CARRITEC STD. HEAVY DUTY
15/16" TEE GRID
(PERIMETER TO BE CUT ON SITE)

NEW HAVEN SERIES (CEILING)
MATERIAL: AS REQUIRED
PERFORATION: TO BE SELECTED FROM
CARRITEC STANDARDS
ACOUSTICAL: AS REQUIRED
FINISH: AS REQUIRED

CARRITEC STD. HOLD DOWN CLIP
 MATERIAL: 24 GA S/S

 FINISH: NONE

CARRITEC STD. FASCIA MOLDING
 MATERIAL: TO MATCH PANEL

 FINISH: TO MATCH PANEL

DETAIL A
FLOATING CONDITION

DETAIL B
TYP. BUTT JOINT CONDITION

DETAIL C
WALL TO WALL CONDITION

TORSION SPRING

HANGER WIRE BY INSTALLER
(48" C/C MAX)

#10 SELF DRILLING SCREWS
(BY INSTALLER)

 CARRITEC STD. HEAVY DUTY
15/16" TEE GRID

(PERIMETER TO BE CUT ON SITE)

NEW HAVEN SERIES (CEILING)
MATERIAL: AS REQUIRED

PERFORATION: TO BE SELECTED FROM
CARRITEC STANDARDS

ACOUSTICAL: AS REQUIRED
FINISH: AS REQUIRED

CARRITEC STD. HOLD DOWN CLIP
MATERIAL: 24 GA S/S
FINISH: NONE

EXISTING WALL

CARRITEC STD. BOX MOLD
MATERIAL: TO MATCH PANEL
FINISH: TO MATCH PANEL

#10 SELF DRILLING SCREWS
(BY INSTALLER)

 CARRITEC STD. HEAVY DUTY
15/16" TEE GRID

(PERIMETER TO BE CUT ON SITE)

NEW HAVEN SERIES (CEILING)
MATERIAL: AS REQUIRED
PERFORATION: TO BE SELECTED FROM
CARRITEC STANDARDS
ACOUSTICAL: AS REQUIRED
FINISH: AS REQUIRED

CARRITEC SADDLE CLIP

TOLERANCES (UNLESS OTHERWISE SPECIFIED):
FRACTIONS:    + 1/64
ANGLES:          ± 0.5
DECIMALS:       - .XX ± 0.03
                          - .XXX ± 0.015
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NEW HAVEN SERIES (CEILING)

DETAIL D
REVEAL CONDITION

HANGER WIRE BY INSTALLER
(48" C/C MAX)

CARRITEC SADDLE CLIP

NEW HAVEN SERIES (CEILING)
MATERIAL: AS REQUIRED

PERFORATION: TO BE SELECTED FROM
CARRITEC STANDARDS

ACOUSTICAL: AS REQUIRED
FINISH: AS REQUIRED

TORSION SPRING

AutoCAD SHX Text
DSCSP04


	Sheets and Views
	DSCSP04-New Haven Series (Ceiling)-1
	DSCSP04-New Haven Series (Ceiling)-2
	DSCSP04-New Haven Series (Ceiling)-3


