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VARIES
PERIMETER TO BE CUT ON SITE

VARIES
PERIMETER TO BE CUT ON SITE

AS REQUIRED

HANGER WIRE BY INSTALLER
(48" C/C MAX)

TOLERANCES (UNLESS OTHERWISE SPECIFIED):
FRACTIONS:    + 1/64
ANGLES:          ± 0.5
DECIMALS:       - .XX ± 0.03
                          - .XXX ± 0.015

INTERIOREXTERIOR

�AR] GST] LIVISJ MWWYIH F] CARRITEC QYWX FI OITX GSRJMHIRXMEP ERH YWIH F] XLI VIGMTMIRX SRP] JSV XLI WTIGMJMG
TYVTSWI JSV [LMGL MX MW MWWYIH MR GSRNYRGXMSR [MXL QEXIVMEPW WYTTPMIH SV TYVGLEWIH ERH PMWXIH LIVISR.

�DMQIRWMSRW EVI MQTIVMEP.

STRATUM SERIES (CEILING)

DSCSP13



1"

4
1 2"

11 2"
27 8"

43 8"

1"

SEE SECTION

43 8"

2"

1"
43 8"

1
8"

11 2"
27 8"

SEE SECTION SEE SECTION

DETAIL A
FLOATING CONDITION

DETAIL B
TYP. BUTT JOINT CONDITION

DETAIL C
WALL TO WALL CONDITION

STRATUM SERIES (CEILING)
MATERIAL: AS REQUIRED
PERFORATION: TO BE SELECTED FROM
CARRITEC STANDARDS
ACOUSTICAL: AS REQUIRED
FINISH: AS REQUIRED

CARRITEC STD. HOLD DOWN CLIP
 MATERIAL: 24 GA S/S

 FINISH: NONE

CARRITEC STD. FASCIA MOLDING
 MATERIAL: TO MATCH PANEL

 FINISH: TO MATCH PANEL

1-1/2" X 1/2" C CHANNEL
(PERIMETER TO BE CUT ON SITE,
BY INSTALLER)

#10 SELF DRILLING SCREWS
(BY INSTALLER)

CARRITEC STD. BOX MOLD
MATERIAL: TO MATCH PANEL
FINISH: TO MATCH PANEL

EXISTING WALL

#10 SELF DRILLING SCREWS
(BY INSTALLER)

 CARRITEC STD. HOLD DOWN CLIP
 MATERIAL: 24 GA S/S
 FINISH: NONE

STRATUM SERIES (CEILING)
MATERIAL: AS REQUIRED

PERFORATION: TO BE SELECTED FROM
CARRITEC STANDARDS

ACOUSTICAL: AS REQUIRED
FINISH: AS REQUIRED

1-1/2" X 1/2" C CHANNEL
(PERIMETER TO BE CUT ON SITE,

BY INSTALLER)

STRATUM SERIES (CEILING)
MATERIAL: AS REQUIRED

PERFORATION: TO BE SELECTED FROM
CARRITEC STANDARDS

ACOUSTICAL: AS REQUIRED
FINISH: AS REQUIRED

1-1/2" X 1/2" C CHANNEL
(PERIMETER TO BE CUT ON SITE,

BY INSTALLER)

CARRITEC SUSPENSION ZEE-BAR
MATERIAL: 14 GA SATIN COAT

FINISH: NONE

CARRITEC HOOK ON
SUSPENSION BRK

TOLERANCES (UNLESS OTHERWISE SPECIFIED):
FRACTIONS:    + 1/64
ANGLES:          ± 0.5
DECIMALS:       - .XX ± 0.03
                          - .XXX ± 0.015
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