ZENITH AIR SERIES (CEILING)
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*Any copy hereof issued by CARRITEC must be kept confidential and used by the recipient only for the specific

purpose for which it is issued in conjunction with materials supplied or purchased and listed hereon.
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*Dimensions are imperial.



ZENITH AIR SERIES (CEILING)
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ISOMETRIC VIEW

18 GA HANGER WIRE BY INSTALLER

(48" C/C MAX)

SIM

VARIES
PERIMETER TO BE CUT ON SITE

24"
(STANDARD)

VARIES
PERIMETER TO BE CUT ON SITE

TRANSVERSAL SECTION
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purpose for which it is issued in conjunction with materials supplied or purchased and listed hereon.

*Dimensions are imperial.
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ZENITH AIR SERIES (CEILING)

1
#10 SELF DRILLING SCREW!
(BY INSTALLER)

ARRITEC STD. HEAVY DUTY
15/16" TEE GRID
(PERIMETER TO BE CUT ON SITE)

CARRITEC STD. HOLD DOWN CLI
MATERIAL: 24 GA S/S

ANGER WIRE BY INSTALLER
FINISH: NONE |\ : 1, /;8.. /e MAX)
—la
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1" \
CARRITEC STD. FASCIA MOLDIN ZENITH AIR SERIES (CEILING)
MATERIAL: TO MATCH PANEL MATERIAL: AS REQUIRED

FINISH: TO MATCH PANEL PERFORATION: NONE CARRITEC STD. HEAVY DUTY-
ACOUSTICAL: NONE 15/16" TEE GRID

DETAIL A FINISH: AS REQUIRED (PERIMETER TO BE CUT ON SITE)

FLOATING CONDITION \
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ZENITH AIR SERIES (CEILING)/

MATERIAL: AS REQUIRED
PERFORATION: NONE

(@) (@)
1,
16
ACOUSTICAL: NONE

FINISH: AS REQUIRED DETAIL B
v TYP. BUTT JOINT CONDITION

CARRITEC STD. HEAVY DUTY: \{
15/16" TEE GRID
(PERIMETER TO BE CUT ON SITE) XISTING WALL

| _——#10 SELF DRILLING SCREWS

(BY INSTALLER)
< S

| ——CARRITEC STD. HOLD DOWN CLIP
MATERIAL: 24 GA S/S

FINISH: NONE
A
v

ZENITH AIR SERIES (CEILING)
MATERIAL: AS REQUIRED ARRITEC STD. BOX MOLD
PERFORATION: NONE MATERIAL: TO MATCH PANEL
ACOUSTICAL: NONE FINISH: TO MATCH PANEL
FINISH: AS REQUIRED

DETAIL C

WALL TO WALL CONDITION

EXTERIOR O INTERIOR & DSCSP16
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*Dimensions are imperial.
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