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PRODUCT DATA SHEET

ZENITH AIR

CEILING SYSTEM

TYPICAL ISOMETRICS & SECTIONS

CSPO16 PANEL
(24X24 SHOWN)

g
(PER LOCAL BUILDING CODE)\

12GA HANGER WIRE BY OTHERS

CROSS TEE

LENITH AIR

Y

The simple design of the ZENITH AIR
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ceiling system offers extremely simple lay in
installation and 100% access to the plenum
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space. With various standard and custom
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ACOUSTICAL MEDIA

FEATURES

woven acoustical fabric

Non

Comes in standard 2’x2’ or 2’x4’ panels

Visible suspension

Fiberglass acoustical media encased in black

poly or PVC

ALUMINUM

Unlimited access

Material type 3003-H14 (painted and laminated finish) or 5005-H14/32 (anodized finish) to comply with ASTM B-209

Thickness: 0.032” to 0.050”

Different textures and colors available

STEEL

STAINLESS STEEL

FIRE RATING

BENEFITS

Material to comply with ASTM 653 / A653M

Thickness: 0.022” to 0.032”

Material type 304 or 316 to comply with ASTM A-240

Thickness: 0.022” to 0.032”

All metal ceiling panels and associated

Easy installation and replacement of panels

suspension systems are made entirely of

noncombustible materials and meet all known

code requirements.

No hassle

Cost-saving labor

100% accessible
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PRODUCT DATA SHEET

CEILING SYSTEM ZENITH AIR

COLORS & FINISHES

ALUMINUM

STEEL
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